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SPECIFCATIONS 
Model Dynamic/E-Lathe™ 

21 S,V Series  
Dynamic/E-Lathe™ 

22 L,V Series  
Dynamic/E-Lathe™ 

26 L,V Series  
Dynamic/E-Lathe™ 

30 L,V Series  
Dynamic/E-Lathe™ 

32 L,V Series  

Specifications 2122, 2130, 2140 
2160, 2180 

2240, 2260, 2280 
22100, 22120, 22160 

2640, 2660, 2680 
26100, 26120, 26160 

3040, 3060, 3080 
30100, 30120, 30160 

3240, 3260, 3280 
32100, 32120, 32160 

General
Capacity 

 Swing over bed 20.5" 22" 26" 29.9" 32"

 Swing over gap 29.1" 31" 35" 39" 41"

 Swing over cross slide 13" 13.4" 17.3" 21.3" 23.3" 

 Center Distance 22", 30", 39" 
59", 78.7" 

39.4", 59.1", 78.7" 
98.4", 118.1", 157.5"   

 Width of bed 11.8" 15.7" 

 Headstock 

 Spindle nose  ASA D1- 8  D1 - 8 / D1 - 11 (Opt.) D1 - 11 

 Spindle bore 3.1" 3.3" / 4.5" (Opt.) 4.5" 4.5"

 Spindle speeds 20 ~ 2000 R.P.M. 
( 12 steps ) 

15 ~ 1500 R.P.M. 
( 12 steps ) 

10 ~ 1000 R.P.M. 
( 12 steps ) 

 Spindle speeds 
(E-Lathe™) 

20 ~ 2000 R.P.M. 
( Infinite ) 

 Taper of spindle bore MT 7 

Threading

 Inch threads range 4 ~ 56 T.P.I. 2 ~ 56 T.P.I. 

 Metric threads range P 0.5 ~ P 7 P 0.5 ~ P 14 

 Long. feeds range 0.002" ~ 0.03" 

 Cross feeds range 0.0008 ~ 0.02" 

 Leadscrew diameter 1.4" 1.5"

 Leadscrew pitch 4 T.P.I. or 0.2" 

 Taper of tail center MT 4 MT 5 

Carriage
 Compound rest travel 4.9" 7.9"

 Cross slide travel 10.8" 14.8" 

Tailstock 
 Tail spindle travel 5.9" 6.5"

 Tail spindle diameter 2.7" 3.3"

Power 
 Main drive motor 7.5HP / 10HP 10 HP 

 Coolant pump 1/8 HP 

Machine Dimensions 

L:

W:
H: 

65", 74.4", 84.6" 
103.9", 124.8" 
31.9" 
48.4" 

L:

W:
H: 

93.7", 114.2", 136.6" 
156.7", 186.2", 218.5" 
40.6" 
49.6" 

L:

W:
H: 

93.7", 114.2", 136.6" 
156.7", 186.2", 218.5" 
40.6" 
52"

L:

W:
H: 

93.7", 114.2", 136.6" 
156.7", 186.2", 218.5" 
40.6" 
53.5" 

L:

W:
H: 

93.7", 114.2", 136.6" 
156.7", 186.2", 218.5" 
40.6" 
53.5" 

Packing Dimensions 

L:

W:
H: 

68.9", 77.9", 89.8" 
109.8", 132.7" 
37.4" 
63.8" 

L:

W:
H: 

98.4", 118.1", 14.02" 
167.7", 190.9", 225.6" 
45.3" 
76.3" 

L:

W:
H: 

98.4", 118.1", 14.02" 
167.7", 190.9", 225.6" 
45.3" 
76.3" 

L:

W:
H: 

98.4", 118.1", 14.02" 
167.7", 190.9", 225.6" 
45.3" 
76.3" 

L:

W:
H: 

98.4", 118.1", 14.02" 
167.7", 190.9", 225.6" 
45.3" 
76.3" 

Net Weight 3483, 3880, 3990 lbs 
4707, 5379 lbs 

4850, 5512, 6393 lbs 
3943, 7981, 10648 lbs 

5027, 5767, 6570 lbs 
7121, 8157, 10825 lbs 

5203, 5975, 6746 lbs 
7297, 8333, 11001 lbs 

5500, 6275, 7045 lbs 
7600, 8630, 11300 lbs 

Gross Weight 3704, 4101, 4211 lbs 
5038, 5710 lbs 

5071, 5842, 6724 lbs 
7275, 8311, 11089 lbs 

5247, 6019, 6900 lbs 
7452, 8488, 11266 lbs 

5423, 6195, 7077 lbs 
7628, 8664, 11442 lbs 

5725, 6495, 7375 lbs 
7930, 8975, 11745 lbs 

15 HP 




