
ACER MACHINING CENTER

VMC-1832

w/ Fagor 8055i FL-MC CNC Control 
Total Digital Solution 

Technology    Creativity    Reliability
An Unswerving Commitment to Excellence

FEATURES:
1. Major casting pieces are Meehanite grade cast iron.
2. Structure of column, base, saddle and head are ribs reinforced to 
      ensure the best rigidity.
3. Three Axes with linear ways.
4. 10HP Continuous Spindle Motor.
5. Spindle is 10,000 RPM.
6. 24 Arm Type Tool Change.
7. Rear Flush Coolant.
8. Total enclosed splash guard.
9. Laser and Ball Bar tested.

 



 

SPECIFCATIONS 

1. 24 station ATC (arm type)
2. Rigid tapping
3. Coolant pump and nozzles
4. Halogen light
5. Electrical maintenance manual
6. Operation manual & parts list     

Note: The manufacture reserves the right to modify the design, specifications, mechanism, etc. to improve the performances of the machine without notice.
          All the specifications show above are for reference only. 

Website: http://www.aceronline.net 

Standard Accessories:

SPRINGWOOD INDUSTRIAL, INC.
1062 N. Kraemer Place
Anaheim, CA 92806
Tel: (714) 632-9701
Fax: (714) 632-9730
E-mail: info@aceronline.net

KLIM INDUSTRIAL, INC.
244 N. Randolphville Rd.
Piscataway, NJ 08854
Tel: (732) 752-9100
Fax: (732) 752-9101
E-mail: acer_klim@yahoo.com

TAIWAN FACTORY
No. 101, 506 Lane Seng Tso Rd.
Seng Karng District, Taichung City, Taiwan
Tel: (01) 886-4-2520-4120
Fax: (01) 886-4-2520-4123
E-mail: acer.group@msa.hinet.net

7. Leveling pads & bolts
8. Tool box with tool
9. 15 KVA transformer
10. X, Y, Z axis telescopic steel 
      way cover
11. Fagor 8055i FL-MC control 

12. Full enclosure splash guard
13. Lubrication system
14. Three axes linear guide way
15. Floating air tool change
16. Open door power disconnect    

Model

Travel
  X Axis
  Y Axis
  Z Axis
  Distance Between Spindle and Table Surface
Table
  Size (L x W)
  Max. Load
  T-Slot
  Taper on Bore
  Speed
Feed Rate
  Rapid Traverse (X, Y)
  Rapid Traverse (Z)
ATC (Automatic Tool Changer)
  Magazine Type
  Tool Magazine Capacity

  Max. Tool Weight
  Max. Tool Length
Packing Dimensions
Net Weight

Inch

31.5”
18.1”
20.5”

3.1” - 23.6”

35.4“ x 17.7”
550 lbs

0.2” x 0.6” x 3.7”

1181 in/min
787 in/min

15 lbs
8”

86.6” x 96.9” x 89”
7937 lbs

Metric

800 mm
460 mm
520 mm

80 - 600 mm

900 x 450 mm
250 kgs

4 x 16 x 95 mm

30 m/min
20 m/min

7 kgs
200 mm

220 x 246 x 226 cm
3600 kgs

VMC-1832

  

CAT40 (BT40 Optional)
10,000 RPM

  

 Arm Type
24

4.7” / 3.1”
(with adjacent tool)

120 mm / 80 mm
(with adjacent tool)  Max. Tool Diameter


